
Sufficient Sufficient
Location / Street (mgd) % of Capacity (yes/no) (mgd) % of Capacity (yes/no)

Mystic District

1) Interceptor from Mystic WPCF to N. Stonington Road

Edgemont Street / Broadway Avenue Extension 7.62 1.98 26% Yes 2.65 35% Yes
Broadway Avenue / Greenmanville Avenue (Route 27) 2.63 1.46 56% Yes 1.93 73% Yes
Greenmanville Avenue 3.98 1.02 26% Yes 1.35 34% Yes
Greenmanville Avenue 2.54 0.86 34% Yes 1.12 44% Yes
Greenmanville Avenue 2.52 0.52 21% Yes 0.70 28% Yes
Whitehall Avenue (Route 27) 2.29 0.14 6% Yes 0.17 7% Yes

2) Hinckley Street from Greenmanville Avenue to Cutter Drive P.S.

Hinkley Street 0.49 0.09 18% Yes 0.12 24% Yes

3) Roosevelt Street from Broadway Avenue to West of Pequotsepos Cove

Roosevelt Street 4.03 0.48 12% Yes 0.66 16% Yes

4) Interceptor from East Mystic Pumping Station to Allen Street

Judd Street 2.94 0.10 3% Yes 0.13 4% Yes
Hatch Street 1.58 0.09 6% Yes 0.12 8% Yes

5) Interceptor from East Mystic Pumping Station to Mistuxet Avenue

Hewitt Road 1.42 0.19 13% Yes 0.24 17% Yes
Hewitt Road 1.07 0.10 9% Yes 0.12 11% Yes
Mistuxet Avenue 0.49 0.04 8% Yes 0.05 10% Yes

6) Interceptor from East Mystic Pumping Station to Old Stonington Road

Cross Country / Old Stonington Road 1.88 0.14 7% Yes 0.22 12% Yes

Notes:
1.)

(mgd)

The pipe capacities listed are minimums for each segment, and are based on non-surcharged gravity flow.  
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